
NSM-104QT

The NSM-104QT supports AHD 1080p/720p camera to display rich and detailed video 
unmatched by standard definition cameras. The intuitive capacitive touchscreen controls any 
camera feed, touch the video feed and that camera switches to full screen, touch again to go 
back to multi-camera mode. Many different view modes available. With a multitude of setup 
options and 5 triggers, the NSM-104QT can trigger and display blind spot cameras, reverse 
camera etc. Camera connections are a weather sealed 4 pin type which incorporate the video/
audio feed as well as power for the cameras (4 pin to RCA adapter cables included x4).
Note: Video resolution is limited by the resolution of the camera.

Specifications

10” Touchscreen Quad View Monitor with 1080p Support

4 Channel Quad View Monitor 
Capacitive touchscreen
Supports up to 4 Full HD 1080p cameras
Multiple image display modes
Image view options: Flip, Normal, Zoom
5 triggers with priority/delay options
Screen resolution: 1024 x 600
Dimensions: 267mm x 160mm x 30mm

Internal 1.5W speaker
VGA input
Operating temp: -20º ~ +70º
Power: 10-32v with 12v output to cameras 
Removable Sun Shield
Weather Resistant 4 Pin Mini DIN Connectors

What’s in the box

Mounting Bracket
Sun Shield
Power/Camera Harness Cable 
2m 15 Pin VGA Cable (F connector)

CCD-073AHD: 1080p HD Heavy Duty Camera
AHD-FFW: 1080p HD Forward Facing Camera
CCS-501AHD: 1080p HD Side Mount Camera
DVR-4200AHD: 4 Channel HD Drive Recorder
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